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TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH

TWO INCHES OR MORE OF ASPHALTIC CONCRETE ALLOWABLE RANGES TABLE
PAVEMENT REINFORCEMENT FABRIC (8" WIDE, CENTERED ON JOINT
STAGGER VERTICAL JOINT ONE SURFACE MX FOR THIS PROJECT, CROSS SLOPES THAT ARE ADJUSTED TOQ "BEST FIT"
FOOT THIS LAYER ///"“59*“‘”‘C CO/NERAE;;HSL:E gg:iiz"; Ve SUPERPAVE EXISTING PAVEMENT SLOPES ARE SUBJECT TO THE FOLLOWING LIMITS:
| ‘ : d A, NORMAL CROWN
- EXISTING o::'o 530_0522800000'. O%?OOQO. =L
|02 007050 0,0, 297 2o SECTION WITH GRADES SECTION WiTH GRADES
0. 5% OR GREATER LESS THAN 0. 5X
TYPICAL SECTION DETAIL TO BE USED WHEN 0.0/50 FT/FT = MINIMUM 0.0/56 FT/FT - MINIMUM
EXISTING PAVEMENT 1S TO BE RESURFACED WITH WIDTH 0. 0208 FT/FT - DESIRABLE 0. 0208 FT/FT - DESIRABLE
FESS THAN THO INCHES OF ASPRALTIC CONCRETE | L ExCAVK— 0.0 < WDTHS < 5.0 0.0850 FT/FT - MAXIMUM 0. 0300 FT/FT - MAXIMUM
PAVEMENT REINFORCEMENT FABRIC 18" WIDE S ’ - 7
SURFAACSE’HTLXRC CONCRETE 19 mm SUPERPAVE AREA B. SUPERELEVAT/ON RATE
/ASPHALTIC CONCRETE, 25 mm SUPERPAVE SURFACE COUR557
’ e e L T S.E. RATE SHOWN ON PLANS OR SE RATE EXISTING IN FIELD,
e — T t_\r‘ WHICHEVER |S GREATER.
jo' 00 0% 0 0000y . ] CLASS ‘B' CONCRETE L ' MIN
2ease S ©:0°0%0906.% %o " - “ C. SUPERELEVATION TRANSITION LENGTH (LENGTH FROM FLAT POINT TO FULL SE)
sobEs NO SCALE

| IN N T WIDE -
BE PLACED. COST OF MILLING FOR THIS WORK +em Code 500-9999 - Cu. Yds. CHANGE GRADE BETWEEN PIVOT POINT
TO BE INCLUDED IN THE UNIT PRICE BID FOR AND EDGE OF PAVEMENT
PAVEMENT REINFORCING FABRIC. MINIMUM /150 0. 677
in excavated areas between the existing paving ond new curb and gutter DESTRABLE [ : 200 0. 50%
that are 5-0"or less in width, Class "B" concrete shdlibe p;czced i'? Iieﬁub WAX | MUM [ .300 0. 337
of the base and paving specified by Tthe typicalsecticon. Payment wilibe : - ’
PAVEMENT REH\JFORCING FABR[C DETAH—S made under "Class B Concrete Base and Pavement Widening'.
DETAIL "A" CENTERED In excavated cregs greater thon 5-0'in width, the Contractor shall LENGTH SHALL BE SET TO AVOID CREATING A FLAT GUTTER GRADE
ON JOINT place base and paving as specified on the typicalsection. ON LOW SIDE AND TO AVOI!D FLAT CROSS SLOPES AT OR NEAR THE

See plans for detgils of curb and gutter construction. LOW POINT OF VERTICAL CURVES.

CE_ASS ”B” CONCREIE BASE OR D. POSITIONING OF SUPERELEVATION TRANS!TION LENGTH ON SIMFLE CURVES
50x OF TRANSITION [INSIDE CURVE - MAXIMUM
WEDENENG DETA!E— 334 OF TRANSI/TION INSIDE CURVE - fDES/RABLE

207 OF TRANSITION INSIDE CURVE - MINIMUM

Roadway AT+
Shovider fraded Tor Type 12 Anehorege NOTE: CROWN WIPE-OUT SHALL BE AT THE SAME RATE AS THE SE TRANSITION.
"A"+ 5-6" Typical
Shoulder Graded for Guardrail E. SWMOOTHING OF BREAKS IN EDGE PROFILE AT BEGIN AND END OF TRANSITION
SHALL BE ACCOMPLISHED BY VERTICAL CURVE WITH A MINIMUM LENGTH
TP REQUIRED TEMPORARY PAVEMENT (/N FEET) EQUAL TO THE SPEED DESIGN (IN MPH).
To Face of Guordrdl @ RECYCLED ASPH CONC /2.5 mm SUPERPAVE, GP 2 ONLY,
. INCL BITUM & H LIME (165 LBS/SY)
- a . RECYCLED ASPH CONC 19 MM SUPERPAVE, GF | OR 2,
. tormal shovider 1 ad G ST INCL BITUM MATL & H LIME (220 LBS/SY)
zgggg e ——— Desirable behind © GR AGGR BASE CRS, [2 [NCH, INCL MATL

S i Type 12 Anchorags | Varies

i |
|

Shoulder Pav.
(If Reqg'd.)

0’-0" fo /147-8"

MATCH EXISTING SLOFPE

.

TYPICAL SHOULDER DETAIL FOR GUARDRAIL A %a\ = - #*;77 p
SEE PLAN FOR LOCATION y, Lol
NOTE: AN ADDITIONAL 5'-6" TO SHOULDER /
WILL BE REQUIRED ON ALL Z:FILL
SLOPES FOR THE INSTALLATION OF G
GUARDRAIL.
%% ASPHALTIC CONCRETE CURB PER SECTION 436 SHALL BE REQUIRED WHERE SPECIFIED.
P CAL USE 15 FOR EROSION PREVENTION OF HIGH B1LL SLOPES WHERE SPLLWAYS TEMPORARY PAVING DETAIL

ARE REQUIRED. SEE PLAN FOR SPILLWAY LOCAT/ONS.

@ RECYCLED ASPH CONC 2.5 mm SUPERPAVE, GP 2 ONLY, INCL BITUM MATL & H LIME (185 LBS/SY)
@ RECYCLED ASPH CONC 18 mm SUPERPAVE, GF | OR 2, INCL BITUM MATL & H LIME (220 LBS/5Y)
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